NATURAL OAK

Applications are varied that cover a wide range of finishes extending from rugged to sophisticated. FAB & smoothenment.
HIGH GLOSS

Call for the award-winning range
of high gloss finishes ideal for residential, commercial, RNB & architectural use.

ELEVATED TEAK
9252 MG
SEQUOIA DARK
9282 MG
ELEVATED
9291 MG
SEQUOIA LIGHT
9298 MG
LIGHT ELEVATED
9235 MG
EBONY PEAT
9299 MG
PEARL FROST
9601 HG
RED PEARL
9602 HG
SAFED DARK
9512 HG
OCCER SAFED BROWN
9311 HG
PURPLE GEOART
9608 HG
GEOART
9607 HG

Applications are suited to cover a wide range of items including from residential, commercial, RNB & architectural.
HIGH GLOSS FABRIC

Features that are polished and a dense weave make this a perfect choice for a commercial and an avenue face of a premium.
HIGH GLOSS FABRIC

4515 MG + PASTORAL RED
4531 MG + ITALIAN GREEN
4513 MG + PASTOROL MARBLE
4534 MG + SATVORD DREAMS
4512 MG + ADDULUX

Applications are varied that cover a wide range of fields spanning from residential, commercial, F&B & entertainment.
RICH FILL

Inspirational designs of eclectic creations. For the discerning enthusiasts of the design art. Scores of possibilities.

9603 RF
CREAM CAMBRIC

9604 RF
CLOUDY CAMBRIC

Applications are varied that cover a wide range of fields including residential, commercial, industrial and healthcare.
MASTERY

When the simpler is released, the simpler is released with fervency and magnitude.

9220 JP
NOCE BROWN

9225 JP
REGOLETO BROWN

9263 JP
GRAFITE MAKASSAR

9224 JP
BARS OAK
SYMPHONY

In a celebration of materials, the SYMPHONY is presented in multiple colors that are harmoniously created in matching originality.

9420 BP
ROSTED DREAMS

9260 BP
COLUMBIAN

9422 BP
BLACK PORTORO

9423 BP
PORTORO

Applications are varied that cover a wide range of spaces extending from residential, commercial, F&B & showroom.
SQUARE BOX

NAICE BROWN

9225 SB

9224 SB

9224 SB

9310 SB

WHITE MARBLES

REGALTO BROWN

DARK CRUNCH

BARS OAK

9252 TC

COLUMBIAN

ELEVATED TEAK

9250 TC

CREAM FABRICANO

DARK FABRICANO

ELEVATED
WOOD GRAIN

- Ultra High Gloss
- European Base Paper
- Innovative Texture

WOOD GRAIN

- Designed in Italy, manufactured in Italy

Applications are endless: choose a wood grain from a wide range of commercial and residential applications.
Applications are rated to cover a wide range of fields including commercial, hospital, office and hospitality environments.

9703 SF
PATIO BARGISH

9704 SF
SIRAS BARGISH

9535 SF
CLASSIC WALNUT

9510 SF
WALNUT
WOOD GRAIN

Cosmopolitan collections that are suitable for domestic and commercial applications, providing superior results with perfect finishes.

- Tulip Dyed
- Tulip Bleached
- Asian Maple
- Dawn Tree
- Camelard
- Seda Persia
- White Acacia
- Hawaiian
- Bali Ness Oak
- Columbian

Applications are varied, covering a wide range of fields, including both residential and commercial needs.
### TECHNICAL SPECIFICATION

<table>
<thead>
<tr>
<th>PROPERTY</th>
<th>H3 TYPE</th>
<th>152046-SE ARCO HICA H3S</th>
<th>TYPICAL VALUE VGS TYPE</th>
<th>152046-SE TYPICAL VALUE ARCO HICA VGS</th>
</tr>
</thead>
<tbody>
<tr>
<td>Thickness Tolerance</td>
<td>±10%</td>
<td>±10%</td>
<td>±10% ±10%</td>
<td></td>
</tr>
<tr>
<td>Appearance</td>
<td>No ABC Defect</td>
<td>No ABC Defect</td>
<td>No ABC Defect No ABC Defect</td>
<td></td>
</tr>
<tr>
<td>Surface Wear Resistance</td>
<td>(Cycle)</td>
<td>&gt;150</td>
<td>&gt;400</td>
<td>&gt;500</td>
</tr>
<tr>
<td>Boiling Water Resistance</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Thickness Increases (Max)</td>
<td>12%</td>
<td>8%</td>
<td>12% 8%</td>
<td></td>
</tr>
<tr>
<td>Weight Increases (Max)</td>
<td>10%</td>
<td>8%</td>
<td>10% 8%</td>
<td></td>
</tr>
<tr>
<td>Stain Resistance</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Reagents 1 and 2</td>
<td>No Effect</td>
<td>No Effect</td>
<td>No Effect</td>
<td></td>
</tr>
<tr>
<td>Reagents 3 and 4</td>
<td>Slight Effect</td>
<td>Slight Effect</td>
<td>Slight Effect Slight Effect</td>
<td></td>
</tr>
<tr>
<td>Small Dull Ball Resistance</td>
<td>20 N</td>
<td>22 N</td>
<td>15 N 17.5 N</td>
<td></td>
</tr>
<tr>
<td>Dimensional Stability MD</td>
<td>0.5%</td>
<td>0.74%</td>
<td>0.7% 0.5%</td>
<td></td>
</tr>
<tr>
<td>(max)</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>CD (max)</td>
<td>0.8%</td>
<td>0.7%</td>
<td>0.8% 0.7%</td>
<td></td>
</tr>
<tr>
<td>Resistance to Dry Heat</td>
<td>(100°C)</td>
<td>Slight Effect</td>
<td>Slight Effect Slight Effect</td>
<td></td>
</tr>
<tr>
<td>Resistance to Cigarette Burn</td>
<td>Moderate Change</td>
<td>Moderate Change</td>
<td>Moderate Change</td>
<td></td>
</tr>
</tbody>
</table>

---

Avoid direct sunlight / continual light. This may cause color fading.

Extra care is required in vertical pasting of laminates sheets as there is possibility of bubbles due to lack of uniform pressure.

Cracking at corners and around the cuts may be caused due to improper conditioning, improper bonding or poor planning. Avoid all these to prevent cracking at corners.

---

AN ISO 9001 & 14001 CERTIFIED COMPANY